ETag: "557cb621b55805ca42c5ed70f9710049"
accept: */*
authorization: LOW egIosupuQipGriwZ:REDACTED_BY_IA_S3
connection: close
content-length: 303446
expect: 100-continue
host: s3.us.archive.org
user-agent: iFixitS3PHPClass
x-amz-acl: public-read
x-amz-auto-make-bucket: 1
x-amz-date: Tue, 26 Feb 2013 03:11:43 GMT
x-archive-interactive-priority: 1
x-archive-meta-author: Alan Federman
x-archive-meta-date: 2013
x-archive-meta-description: For my Da Vinci wooden models, I needed a quick method for making long wooden screws of different diameters. <a href="http://makeprojects.com/Project/Wooden+Lead+Screws/2174/1">See original source.</a>
x-archive-meta-device: Heirloom Technology
x-archive-meta-difficulty: Moderate
x-archive-meta-language: eng
x-archive-meta-licenseurl: http://creativecommons.org/licenses/by-nc-sa/3.0/us/
x-archive-meta-mediatype: texts
x-archive-meta-sponsor: iFixit
x-archive-meta-subject: howto;make
x-archive-meta-title: Heirloom Technology
x-archive-meta-type: How To
x-archive-meta-upload-date: Mon, 25 Feb 13 20:10:12 -0700
x-archive-meta-year: 2013
